AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Pt. 63, Subpt. GGGGG, Table 2

40 CFR Ch. I (7-1-10 Edition)

TABLE 2 TO SUBPART GGGGG OF PART 63—CONTROL LEVELS AS REQUIRED BY
§63.7895(a) FOR TANKS MANAGING REMEDIATION MATERIAL WITH A MAXIMUM
HAP VAPOR PRESSURE LESS THAN 76.6 kPa

If your tank design capacity is . . .

And the maximum HAP vapor pressure
of the remediation material placed in
your tank

is. ..

Then your tank must use . . .

1.Lessthan 38 m3 ..o
2. At least 38 m?2 but less than 151 m3 ...
3. 151 m3 or greater .......ccceveeveeveneneriennns
4. at least 38 m3 but less than 151 m3 .....

5. 151 m3 or greater .......cccoveevveeeneeneriennns

Less than 76.6 kPa ........ccccooeeriiiciiinnns
Less than 13.1 kPa .....cccccovvciiiiiiiiiens
Less than 0.7 kPa .......ccccccovvveiiiinciinnns
13.1 kPa or greater ........ccccccevvevcvevenennne

0.7 kPa or greater ........cccoceeoerverieenenennns

Tank Level 1
§63.7895(b).
Tank Level 1
§63.7895(b).
Tank Level 1
§63.7895(b).
Tank Level 2
§63.7895(c).
Tank Level 2 controls under § 63.7895(c)

controls under

controls under

controls under

controls under
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